
FLOATING BALL VALVE 

NPS 1/4" - 6" (DN8 - DN150), ASME Class 150# - 2500#
 ISO 17292 / API 6D



       KENT VALVE is a fast growing valve manufacturing Company. Our wide range of superior
quality valves especially designed to control water flow, gas, steam, air, and oil. The perfect
blend of deep domain knowledge, technology experience and quality valves have enabled
us to become leaders in the valve industry. Our quality team and proficient engineers
make sure that we are delivering quality products in market. Our skilled professionals and
technology competency, coupled with a reliable manufacturing process allows us to
deliver end-to-end flow solutions especially catered to the user’s needs and requirements. 
        
     KENT VALVE is a professional engineering firm, offering a broad spectrum of technical
products and solutions, especially Valves, Instruments, Analyzers and spares to the Oil and
Gas, Power Plants, Refineries, Petrochemical, Marine, Pulp & Paper, Water Treatment, District
cooling, Solar Power, Irrigation and General Industry sectors, We have a proven track
record and a reputation for quality and reliability in the selection of Valves, Instruments
and Analyzers. We do Service support and On- time delivery of the world’s leading Brand
names in Valves, Analyzers and Process Instruments, KENT VALVE holds stock of
comprehensive range of world leading brands of Gate, Globe, Check, DBB valves and Ball
valves, Control globe valves, Safety Relief Valves, Electric and Pneumatic Actuators, etc.
    
        KENT VALVE is a multinational company with group manufacturing plants at India, The
United Kingdom and Italy. Kent has it’s headquarter in Millano, Italy. It has sales office in
Mumbai, Dubai, Sharjah, Kuwait, Oman, Italy and UK Etc. For meeting the requirements of its
customers globally. The plant infrastructure comprises of highly efficient machine shop
with a high level of quality aspects. It covers all the business processes like Sales, Design &
Development, Procurement, Planning, Manufacturing, Quality, Store, Dispatch, HR and
Finance.

KENT VALVE PROFILE

PRODUCT RANGE
   Gate, Globe & Check Valves – Bolted Bonnet       
   Gate, Globe & Check Valves – Pressure Seal  
   Gate, Globe & Check Valves – Forged
   Ball Valves – Floating Top Entry, Trunnion Mounted, Double Block & Bleed            
   Butterfly Valves –  Concentric, Offset, Double Offset and Triple Offset       
   Dual Plate Check Valves
   Single Plate Check Valves   
   Control Valves
   Pressure Safety Valves
   Instrumentation Valves – Ball, Needle, Plug, Gate, Globe and Check        
   Quick Exhaust & Flow Control Valves
   Knife Edge Gate Valve
   Valve,  Actuator & Automation system
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MANUFACTURING    FACILITIES
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FLOATING BALL VALVE 

Kent Valve manufactures a comprehensive range of Floating
Ball Valves in sizes 1/4" to 6” (DN 8 to DN 150) in ASME class from
150 to 2500. The valves are offered in combinations of size,
pressure class, material of construction, end-connection, etc., to
suit various applications in process plants, utility lines and HVAC.
The Kent Floating Ball Valve has a unique design to meet low
torque requirements, operation and effective sealing to achieve
zero leakage through seating area. The valves operation can be
manual, pneumatic, electrical as per the client requirements.
Kent Valve features long life with minimum maintenance costs.
Kent Floating Ball Valve conforms to API 6D / ISO 17292 and offers
high integrity bi-directional sealing as per valve type.

PRODUCT RANGE

Piece / 
   Bore           

Single
Piece Full

Bore

Two
Piece

Full Bore

Three  
Piece

Full Bore

   
Valve      
Type

End
Connection

Class

SIZE (NPS / DN)

5

1/4 3/8 1/2 3/4 1 1-1/2 2 2-1/2 3 4 6

8 10 15 20 25 40 50 65 80 100 150

150 #

300#

150 #

2500#

1500#

800#

2500#

1500#

600#

300#

150 #

300#

Flanged

Flanged

Flanged

Flanged

Flanged

Flanged

Socket - Weld 

Socket - Weld 

Socket - Weld 

Socket - Weld 

/ Screwed

/ Screwed

/ Screwed

/ Screwed

/ Screwed

*We also offer intermediate size and class as per client requirements.

900#
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KENT   FLOATING   BALL 
VALVE   FEATURE

Blow-out Proof Stem

Mirror-finished Solid Balls

Antistatic Feature
The side entry stem of the  Kent Floating Ball
Valves have a shoulder that bears against a
matching shoulder in the body to make it
blow-out proof the higher the line pressure,
better the sealing to the atmosphere.

To obtain bubble-tight sealing and lower
operating torques, mirror-finished stainless
steel balls are used. The solid construction of
balls guarantee higher structural strength.

Static electricity builds up inside a valve
when the ball rubs against non-metallic
seats. This is a fire hazard especially in
flammable fluid pipelines. Kent Floating
Ball valves have inbuilt antistatic
mechanisms to provide electrical
continuity which eliminates the possibility
of hazard.
      
Stems of full bore valves of size 50 mm and
above are equipped with spring-loaded
plungers. In valves of smaller sizes,
electrical continuity is achieved by using
carbon-filled PTFE thrust seal and graphite
stem packings.

Actuator Mounting Flange
Kent Floating Ball Valves are provided with an
integral actuator mounting flange
conforming to ISO5211.

6

ANTISTATIC DETAILS &
 ANTI BLOW OUT STEM

High Integrity Stem Sealing
Sealing the atmosphere is further enhanced
by stem thrust seals and stem packing rings,
to compensate for wear and thermal
expansions, belleville spring are used.

Cavity Pressure
 Relief Mechanism

A slight increase in the temperature of fluid
entrapped in the ball cavity can cause a rapid
increase in pressure and can damage the ball
and seats.
To prevent this, Kent Floating Ball Valves are
equipped with automatic cavity relief
mechanisms. When the valve is in open
position, a hole provided on the ball connects
the body cavity to the ball port and thereby
ensure that cavity pressure does not build up.
In a closed condition, when the cavity pressure
rises above a designated level, the seat lip
deflects to relieve pressure on the upstream
side.

http://www.kentvalve.com/
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DESIGN SPECIFICATION

Parameter Standard

Design

 End 
Connection

Ball Valve ISO 17292 / API 6D

 

 

 
 

ASME B 16.34

ASME B 16.25

API 598 / BS EN 12266 - 1

ISO 10497 / API 607 / API 6FA

Socket Weld ends

Screwed End, NPT

Screwed End, BSP

Flange End

ASME B 16.11

ASME B 1.20.1

ISO 7 - 1

ASME B16.5

 
Pressure – Temperature Rating

Butt - Weld End Details

Inspection and Testing

Fire Test

7

Face to Face ASME B 16.10 / API 6D

Kent Fire-safe Floating Ball
Valves feature secondary
metal seats. In the event of a
fire, after the soft-seat totally
sublimates, the ball moves
and abuts the downstream
metal seat to form a leak-
tight seal.

Fire Safe Feature

BEFORE FIRE AFTER FIRE 
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Test Pressures for Standard Carbon Steel Valves
Every individual valves manufactured is inspected and pressure-tested to API 598 /
BS EN 12266-1  as required for which test certificates are provided. The test pressure
is selected as per material requirement specified in ASME B16.34

www.kentvalve.com

ASME Class
 Hydrostatic Test Pressure

ASME Class in kg/cm² (psig) Pneumatic Low Pressure Closure
Test Pressure in kg/cm² (psig)

Shell Seat

                                       30 (428)

                                         79 (1125)  

 600                                  157 (2225)  

900                                  235 (3350)

1500                                  391 (5575) 

2500                                 651 (9275) 

22 (314)                                                     7 (100)

58 (825)                                                    7 (100)

115(1650)                                                  7 (100)

172(2450)                                                 7 (100)

287(4075)                                                7 (100)

478(6800)                                               7 (100)

Kent Valves has the distinction of having obtained a number of
national and  international approvals. Notable among these are:

ISO 9001:2015, ISO 14001:2015 & ISO 45001:2018 certified. 
Specific company approvals from national and international oil majors and EPC 

       contractors. 
Indian Boiler Regulation (IBR) certification for boiler applications can be provided.

8
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FLOATING BALL VALVE CAST STANDARD
MATERIAL OF CONSTRUCTION

                             
Description Carbon Steel  Alloy Steel

WCB                WCC                    LCB                  LCC
  

C5                     WC6               WC9

A 216 Gr. WCB           A 216 Gr. WCC             A 352 Gr. LCB             A 352 Gr. LCC            A 217 Gr. C5            A 217 Gr. WC6        A 217 Gr. WC9
  

  A 351 Gr. CF8              A 351 Gr. CF8              A 351 Gr. CF8               A 351 Gr. CF8            A 351 Gr. CF8          A 351 Gr. CF8          A 351 Gr. CF8
     

3                             Seat 
                                                                                             
4                            Stem                                                                                            

5                      Body Gasket                                                                                    
      
6                       Stem Seal     
                                                                              
7                        Packing                                                                                     
 

8                           Gland                                                                                          

9                                                                                                   

10                      Gland Nut       
                                                                                
11                     Nut Retainer                                                                               

12                           Lever                                                                                           

13                     Stem  Nut                                                                                       
 
14                     Body Stud                                                                                        

15                     Stud  Nut                                                                                           

16                        Sleeve                                                                                          

Stainless Steel Duplex Stainless Steel
CF8            CF8M           CF3          CF3M  CN7M            CF8C 6A                 5A                    4A

1                  Body / Body adaptor

2                              Ball

      Gland Nut

       Nut Retainer

   Lever

  Stem  Nut

   Body Stud

Stud   Nut

  Sleeve

9

 Body / Body adaptor 

Ball

1

2

                                          PTFE / CFT / PEEK/ GFT / Derlin / Devlon / TFM 1600                                 

                                       ASTM 479 Gr (410 / 304 / 316 / 304L / 316L)

                                        PTFE / Grafoil
      

                                         TFM 1600 / PTFE / Grafoil

                                        TFM 1600 / PTFE / Grafoil
 

                                     AISI 304/316

                                     Spring Steel

                                        194. Gr 8 / 194. Gr 8M

                                          Steel

                                             MS / SS

                                         194. Gr 8 / 194. Gr 8M

                                        A 193 B7 / A193 B8 / A 193 B8M

                                   A 194 2H / A194 8 / A 194 8M

                                           PVC

16

15

13

14

   Belleville Washer

 Belleville Washer

Gland

  Packing

Stem Seal

 Body Gasket 

 Stem

Seat3

4

5

6

7

8

9

A 995 Gr.                A 890 Gr.                A 890 Gr. A 351 Gr.           A 351 Gr.            A 351 Gr.           A 351 Gr.         A 351 Gr.             A 351 Gr.
CF8  CF8M CF3 CF3M CN7M CF8C 6A 5A 4A

A 995 Gr.            A 890 Gr.               A 890 Gr. A 351 Gr.          A 351 Gr.          A 351 Gr.         A 351 Gr.          A 351 Gr.          A 351 Gr.
CF8  CF8M CF3 CF3M CN7M CF8C 6A 5A 4A

PVC

A 194 2H / A194 8 / A 194 8M

A 193 B7 / A193 B8 / A 193 B8M

194. Gr 8 / 194. Gr 8M

MS / SS

Steel

194. Gr 8 / 194. Gr 8M

Spring Steel

AISI 304/316

TFM 1600 / PTFE / Grafoil

TFM 1600 / PTFE / Grafoil

PTFE / Grafoil

ASTM A479 Gr (410 / 304 / 316 / 304L / 316L)

PTFE / CFT / PEEK/ GFT / Derlin / Devlon / TFM 1600

11

10

12

*We also offer intermediate material combination as per client requirements.

SR.
No. 

SR.
No. 

                             
Description 
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FLOATING BALL VALVE FORGED STANDARD
MATERIAL OF CONSTRUCTION

ASTM A 351 Gr. CF 8 / CF8M / ASTM A 182 F304 / F316 2                              Ball

Body / Body adaptor

Carbon Steel  Alloy Steel
A 105 A 105N                  LF2 F11 F22 F5

ASTM A 105 ASTM A 105 N ASTM A 182 Gr.         ASTM A 182 Gr.ASTM A 350 Gr ASTM A 182 Gr. 
LF2 F11 F22 F5

1                   Body / Body 
              adaptor

2                         Ball

Stainless Steel Duplex Stainless Steel
F 304           F 304L            F 316              F 316 L               F 347               F 51                   F 53                F

55

10

PVC

A 194 2H / A194 8 / A 194 8M

A 193 B7 / A193 B8 / A 193 B8M

194. Gr 8 / 194. Gr 8M

MS / SS

Steel

194. Gr 8 / 194. Gr 8M

Spring Steel

AISI 304/316

TFM 1600 / PTFE / Grafoil

TFM 1600 / PTFE / Grafoil

PTFE / Grafoil

ASTM A 479 Gr (410 / 304 / 316 / 304L /
316L)

PTFE / CFT / PEEK/ GFT / Derlin / Devlon / TFM 1600

  Sleeve

Stud  Nut

 Body Stud

 Stem  Nut

Lever

   Nut Retainer

   Gland  Nut

   Belleville Washer

Gland

  
Packing

  Stem Seal

   Body  Gasket 

Stem

  Seat

14

13

15

16

10

11

12

8

9

6

7

4

5

3

  Seat

Stem

   Body  Gasket 

  Stem Seal

  
Packing

Gland

   Belleville Washer

   Gland  Nut

   Nut Retainer

Lever

 Stem   Nut

 Body Stud

  Stud Nut

  Sleeve

3

4

5

6

7

9

12

16

15

14

13

11

10

8

PTFE / CFT / PEEK/ GFT / Derlin / Devlon / TFM 1600

ASTM A479 Gr (410 / 304 / 316 / 304L / 316L)

PTFE / Grafoil

TFM 1600 / PTFE / Grafoil

TFM 1600 / PTFE / Grafoil

AISI 304/316

Spring Steel

194. Gr 8 / 194. Gr 8M

Steel

MS / SS

194. Gr 8 / 194. Gr 8M

A 193 B7 / A193 B8 / A 193 B8M

A 194 2H / A194 8 / A 194 8M

PVC

A 182 Gr.             A 182 Gr             .A 182 Gr.  A 182 Gr.         A 182 Gr        .   A 182 Gr.            A 182 Gr.           A 182 Gr            A 182 Gr.
ASTM ASTMASTMASTM ASTMASTM ASTM ASTM ASTM

F304 F316F304L F316L F304 20 F 51 F 53 F 55

 A 182 Gr.             A 182 Gr            .A 182 Gr.A 182 Gr.          A 182 Gr           A 182 Gr.          A 182 Gr.            A 182 Gr             A 182 Gr.
ASTM ASTM ASTM ASTM ASTM ASTM ASTM ASTM ASTM

F304 F304L F316 F316L F304 20 F 51 F 53 F 55

Description 20

1

*We also offer intermediate material combination as per client requirements.

SR.
No. 

SR.
No. 

                             
Description 
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B A
 WT. APPROX. (kg) 

394              267

A

B

152                                                     

  6“ x 4”              150 x 100        

www.kentvalve.com

FLOATING BALL VALVE - SINGLE PIECE
FLANGED END

150# (API 6D / ISO 17292)

 SR.
 NO. DESCRIPTION MATERIAL

1

2

3

4

5

6

7

8

9 Stem Packing Grafoil

Typical Example – Assembly of Single Piece Floating Ball Valve with standard bill of material.

LP : Long Pattern , SP : Short Pattern , FL : Flanged
As Kent Valve continuously endeavour to improve our products, the data given herein is subject to change.

FU
LL

  B
O

RE

DIMENSIONS  TABLE, CLASS -150

SIZE

DNNPS SPLP
C D

FL

1/2“                        15

3/4“                      20                   

1“                          
25              

1-1/2“ 

2“                         

2-

1/2“                   

3“                          

4“                       

6“                       

 89                

99                
                 

108                  

178                                                    

190             

229                                    

279                               

5

1

4

1

150

229                                100

203                                 74 

190                                 62 

178                              

165                                  

DIMENSION TABLE, CLASS -150

RE
D

UC
E 

BO
RE

SIZE

NPS DN LP SP
C D

FL

3/4“ x 1/2“             20 x 15                          

  1“ x 3/4“              25 x 20                         

1-1/2“ x 1“              40 x 25                     

2“ x 1-1/2“             50 x 40                      

2 - 1/2“ x 2”          65 x 50                      

3“ x 2 - 1/2”          80 x 65                      

   4“ x 3”              100 x 80                       

127 115 180

TORQUE

8.8

11.2

15.9

33.4

51

84.4

153.8

287.7

500

TORQUE

11

L
C

A B1

16

7

11

25

40

127

 117

 108 13                    

19 

25

  390

  39074

ASTM A 216 Gr. WCB

ASTM A 216 Gr. WCB

ASTM A351 Gr. CF8 /
 ASTM A 182 Gr. F316

PTFE

ASTM A 479 Type 316

AISI 304 / 316

PTFE

PTFE

(Nm)

 120 

 120 

 140 

210  

600 

210  

122 

 142

90              

90              

100

-

-

38 

49 

40

50

65

80
                     

100

150

Body Seal

Gland

Stem

Seat

Ball

Adaptor

Body

Stem Thurst seal

(Nm)

 117

127

165

  178

 190

203

 229

267 394

19 x 13 

25 x 19 

38 x 25

49 x 38

62 x 49

74 x 62

100 x 74

150 x 100

99

 108

127

152

178

190 

229

279

120

142

122

115

100

90

210

140

180

210

390

390

600

4

7

1

5

11

16

25

40

-

-

-

D

APPROX

APPROX
APPROXAPPROX

APPROX APPROX

 WT. APPROX. (kg) FACE TO FACE (L) 

FACE TO FACE (L) 

8.8

11.2

15.9

33.4

51

84.4

153.8

287.7

 x     BB1
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FLOATING BALL VALVE - SINGLE PIECE
FLANGED END

300# (API 6D / ISO 17292)

Typical Example – Assembly of Single Piece Floating Ball Valve with standard bill of material.

LP : Long Pattern , SP : Short Pattern , FL. : Flanged
As Kent Valve continuously endeavour to improve our products, the data given herein is subject to change.

FU
LL

 B
O

RE

DIMENSION TABLE, CLASS -300

SIZE

NPSDN LP SP
B A C D

FL

DIMENSION TABLE, CLASS -300

SIZE

FL
DA C

LP SPDNNPS                      

152                        

165                     

190                         

216                        

241                         

283                    

305

       

RE
D

UC
E 

BO
RE

152

140

165

190

2

3

4

5

TORQUE

TORQUE

12

Stem Thurst seal

Gland

Seat

Adaptor

PTFE

PTFE

ASTM A351 Gr. CF8 /
 ASTM A 182 Gr. F316

PTFE

9 Grafoil

Body

Ball

Stem

Body Seal

Stem Packing

ASTM A 216 Gr. WCB

 SR.
 NO. DESCRIPTION MATERIAL

ASTM A 479 Type 316

L
C

1

2

3

4

5

6

7

8

A B1 B

D

(Nm)

216

241

283

305

403

1/2“                    15

3/4“                   20                   

1“                      25              

1-1/2“ 

2“                         

2-1/2“                   

3“                          

4“                       

6“                       

40

50

65

80
                     

100

150

13                    

19 

25

38 

49 

62

74 

100

150

124

117

95

155

165

190

210

254

318

100

90

90

122

115

142

-

-

-

120

120

140

180

210

210

390

390

890

15

9

22

35

65

(Nm)

3/4“ x 1/2“             20 x 15                          

  1“ x 3/4“              25 x 20                         

1-1/2“ x 1“              40 x 25                     

2“ x 1-1/2“             50 x 40                      

2 - 1/2“ x 2”          65 x 50                      

3“ x 2 - 1/2”          80 x 65                      

   4“ x 3”               100 x 80                       

  6“ x 4”               150 x 100        403

19 x 13 

25 x 19 

38 x 25

49 x 38

62 x 49

74 x 62

100 x 74

150 x 100

117

124

155

165

190

210

254

318

90

100

115

122

142

-

-

-

120

140

180

210

210

390

390

890 65

35

22

15

9

4

5

3

ASTM A 216 Gr. WCB

APPROX

APPROX

AISI 304 / 316

10

13.8

 WT. APPROX. (kg) 

 WT. APPROX. (kg) FACE TO FACE (L) 

FACE TO FACE (L) 

APPROX APPROX

APPROX APPROX

21.05

49.4

73.6

134.0

221

548.6

800

10

13.8

21.05

49.4

73.6

134.0

221

548.6

 x     BB1
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DIMENSION TABLE, CLASS -300

B 

B 

FLOATING BALL VALVE
TWO PIECE SCREWED / SOCKET-WELD END 

150# & 300# (API 6D / ISO 17292)

LP : Long Pattern , SP : Short Pattern , FL. : Flanged
As Kent Valve continuously endeavour to improve our products, the data given herein is subject to change.

www.kentvalve.com

1

2

3

4

5

6

7

8

9

DESCRIPTION SR.
 NO. MATERIAL

Body

Adaptor

Ball

Stem

Seat

Body Seal

Stem Thrust Seal

Stem Packing

Stud & Nut
 

Typical Example – Assembly of  Two Piece Screwed / Socket-weld
 end Floating Ball Valve with standard bill of material 

DIMENSION TABLE, CLASS -150

SIZE

NPSDN D C H
NPTSW BSPT

E

FU
LL

 B
O

RE

     1/4" - 18                    

    3/8" - 18                       

     1/2" - 14                    

    3/4" - 14                    

   1" - 11-1/2                

 1-1/2" - 11-1/2            

    2" - 11-1/2             

1/4" - 19

 3/8" - 19 

1/2" - 14 

3/4" - 14 

1" - 11

1-1/2" - 11

2" - 11

DIMENSION TABLE, CLASS -300

SIZE

DN NPS
E

SW BSPT NPT
D C H

FU
LL

   
BO

RE

13

ASTM A 193 Gr. B7 /
ASTM A 194 Gr. 2H

PTFE

PTFE

PTFE

PTFE

ASTM A 479 Type 316

ASTM A 351 Gr. CF8/CF8M

ASTM A 216 Gr. WCB

ASTM A 216 Gr. WCB

B

C

L

D

H

50

 40

15

25

20

10

8 1/4

3/8

1/2

3/4

 1

1-1/2

2

55

55

70 

80

92 

115 

140         

14

14

17

18

20 

20  

22 

 14.6 - 14.2

 18.0 - 17.6 

22.2 - 21.8 

27.6 - 27.2 

 34.3 - 33.9 

49.2 - 48.8

61.7 - 61.2

11

11

13

19

25

38

50

100

140

140

100

170

180

170

65

60

45

45

95

76

103

9.5

9.5

10

13

13

13

16

8

10

15

20

25

 40

50

1/4

3/8

1/2

3/4

 1

1-1/2

2

55

55

70 

80

92 

115 

140         

14

14

17

18

20 

20 

22 

 14.6 - 14.2

 18.0 - 17.6 

22.2 - 21.8 

27.6 - 27.2 

 34.3 - 33.9 

49.2 - 48.8

61.7 - 61.2

1/4" - 19

3/8" - 19

1/2" - 14

3/4" - 14

1" - 11

1-1/2" - 11

2" - 11

 1/4" - 18  

3/8" - 18     

1/2" - 14  

3/4" - 14   

1" - 11-1/2

1-1/2" - 11-1/2

2" - 11-1/2

11

11

13

19

25

38

50

100

100

140

140

170

180

170

45

45

60

65

76

95

103

9.5

9.5

10

13

13

13

16

E

SOCKET WELD DETAILS 10 Gland AISI 304 / 316

FL

TORQUE
APPROX

(Nm)

FL

TORQUE
APPROX

(Nm)

1

1

1

1

2

4

6

5

6.5

8.8

11.2

15.9

33.4

51

1

1

1

2

3

5

8

5

6.5

10

13.8

21..05

49.4

73.6

 WT. APPROX.
(kg) 

 WT. 
APPROX. (kg) 

FACE 
TO

 FACE
 (L) 

FACE 
TO

 FACE
 (L) APPROXAPPROX

APPROXAPPROX

B1

B1
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FLOATING BALL VALVE - TWO PIECE
FLANGED END  

150# (API 6D / ISO 17292)

LP : Long Pattern , SP : Short Pattern , FL. : Flanged
As Kent Valve continuously endeavour to improve our products, the data given herein is subject to change.

www.kentvalve.com

1

2

3

4

5

6

7

8

9

Body

Adaptor

Ball

Seat

Stem

Gland

Body Seal

Stem Thrust Seal

Stem Packing

DESCRIPTION SR.
 NO.

MATERIAL

ASTM A 216 Gr. WCB

PTFE

ASTM A 479 Type 316

AISI 304 / 316

PTFE

PTFE

Typical Example – Assembly of Two Piece Floating Ball Valve with standard bill of material.

Grafoil

Stud & Nut10 ASTM A 193 Gr. B7 / 
ASTM A 194 Gr. 2H

DIMENSION TABLE, CLASS -150

SIZE

LP SPDNNPS
A C D

FL

RE
D

UC
E 

BO
RE

FU
LL

 B
O

RE

DIMENSION TABLE, CLASS -150

FL

SIZE

NPS DN LP SP
A C D

 1-1/2“                 40

   2“                     50

2-1/2“                  65

   3“                      80

  4“                     100

  6“                    150

 

394                  267                 

3

2

1

TORQUE

8.8

11.2

15.9

33.4

51

84.4

153.8

287.7

500

TORQUE

14

ASTM A351 Gr. CF8 / 
ASTM A 182 Gr. F316

ASTM A 216 Gr. WCB

C

L

D

BB1A

(Nm)

 1“

3/4
“ 

1/2“ 15

20

25

108

117

127

190

178

165

203

229

13

199

25

38

49

62

74

100

150

99

89

108

127

152

178

190

229

279

90

97

97

122

142

120

120

158

212

390

390

600

890

212

5

9

14

19

31

78

-

-

-

-

(Nm)

3/4“ x 1/2“             20 x 15                          

  1“ x 3/4“              25 x 20                         

1-1/2“ x 1“              40 x 25                     

2“ x 1-1/2“             50 x 40                      

2 - 1/2“ x 2”          65 x 50                      

3“ x 2 - 1/2”          80 x 65                      

  4“ x 3”               100 x 80                       

  6“ x 4”               150 x 100        

117

127

165

178

190

203

229

394                  267                 

99

108

127

152

178

190

229

279

97

97

122

142

-

-

-

-

120

158

212

212

390

390

600

890

2

3

5

9

14

19

31

78

19 x 13 

25 x 19 

38 x 25

49 x 38

62 x 49

74 x 62

100 x 74

150 x 100

APPROX

APPROX
 WT. APPROX. (kg) 

 WT. APPROX. (kg) FACE TO FACE (L) 

FACE TO FACE (L) 

APPROXAPPROX

APPROX APPROX

8.8

11.2

15.9

33.4

51

84.4

153.8

287.7

 x     BB1

    B

http://www.kentvalve.com/


FLOATING BALL VALVE - TWO PIECE
FLANGED   END 

300# (API 6D / ISO 17292)

1

2

3

4

5

6

7

8

Body

Adaptor

Ball

Seat

Stem

Gland

Body Seal

Stem Thrust Seal

Stem Packing9

 SR.
 NO. DESCRIPTION MATERIAL

ASTM A 216 Gr. WCB

ASTM A 216 Gr. WCB

ASTM A351 Gr. CF8 / 
ASTM A 182 Gr. F316

PTFE

PTFE

Grafoil

Typical Example – Assembly of Two Piece Floating Ball Valve with standard bill of material

LP : Long Pattern , SP : Short Pattern , FL. : Flanged
As Kent Valve continuously endeavour to improve our products, the data given herein is subject to change.

www.kentvalve.com

DIMENSION TABLE, CLASS -300

SIZE

FL
DCAB

LP SPDNNPS

FU
LL

 B
O

RE

SIZE

NPS

DIMENSION TABLE, CLASS -300

LP SPDN
A C D

FL

RE
D

UC
E 

BO
RE

4

2

3

RE
D

UC
E 

BO
RE

TORQUE

10

13.8

21.05

49.4

73.6

TORQUE

15

ASTM A 479 Type 316

PTFE

L

C

D

A B1 B

(Nm)

(Nm)

15

20

25

 1-1/2“                 40

   2“                    50

2-1/2“                  65

  3“                     80

  4“                     100

  6“                     150

1/2“

3/4
“ 

 1“ 165

152

140

216

190

241

283

305

403

134.0

221

548.6

800

13

19

25

38

49

62

74

100

150

95

117

124

155

165

190

210

254

318

90

97

97

122

142

-

-

-

-

120

120

158

212

212

390

390

890

980

6

12

20.5

28

45

105

3/4“ x 1/2“             20 x 15                          

  1“ x 3/4“              25 x 20                         

1-1/2“ x 1“              40 x 25                     

2“ x 1-1/2“             50 x 40                      

2 - 1/2“ x 2”          65 x 50                      

3“ x 2 - 1/2”          80 x 65                      

  4“ x 3”               100 x 80                       

  6“ x 4”               150 x 100        

152

165

190

216

241

283

305

403

19 x 13 

25 x 19 

38 x 25

49 x 38

62 x 49

74 x 62

100 x 74

150 x 100

117

124

155

165

190

210

254

318

97

97

122

142

-

-

-

-

120

158

212

212

390

390

890

980

4

3

6

12

20.5

28

45

105

134.0

221

548.6

APPROX

APPROX

AISI 304 / 316

 WT. APPROX. (kg) 

 WT. APPROX. (kg) FACE TO FACE (L) 

FACE TO FACE (L) 

APPROX APPROX

APPROX APPROX

10

13.8

21.05

49.4

73.6

 x     BB1

http://www.kentvalve.com/


LP : Long Pattern , SP : Short Pattern , FL. : Flanged
As Kent Valve continuously endeavour to improve our products, the data given herein is subject to change.

FLOATING BALL VALVE - THREE PIECE
FLANGED  END 

150# (API 6D / ISO 17292)

Body

Adaptor

Ball

Stem

Seat

Body Seal

Stem Thrust Seal

Stem Packing

Stud & Nut
 

Gland 

1

2

3

4

5

6

7

8

 SR.
 NO. DESCRIPTION MATERIAL

ASTM A 216 Gr. WCB

ASTM A 216 Gr. WCB

ASTM A 182 Gr. F316

ASTM A 479 Type 316

PTFE

PTFE

Carbon - filled PTFE

Grafoil

ASTM A 193 Gr. B7 / 
ASTM A 194 Gr. 2H

9

Typical Example – Assembly of Three Piece Floating Ball Valve with standard bill of material.

6" & above size design as per client requirement

SIZE

DIMENSION TABLE, CLASS -150

FLLP SP
C DA

NPS DN

RE
D

UC
E 

BO
RE

SIZE

FU
LL

 B
O

RE

FL
C DAB

LP SP

DIMENSION TABLE, CLASS -150

NPS DN

 2 

2

3

TORQUE

8.8

11.2

15.9

33.4

51

84.4

153.8

287.7

TORQUE

16

1/2“

3/4
“ 
 1“

 1-1/2“                   40

   2“                       50

2-1/2“                    65

  3“                        80

  4“                       100

 

 

15

20

25

108

165

117

127

178

190

203

229

13

19

25

38

49

62

74

100

89

99

108

127

152

178

190

229

92

98

98

125

125

-

-

-

(Nm)

(Nm)

122

142

152

212

212 13

8

-

-

-

-

-

-

8

13

-

-

-

3

2142

152

212

212

-

-

-

98

98

125

125

-

-

-

99

108

127

152

178

190

229

19 x 13 

25 x 19 

49 x 38

38 x 25

100 x 74

74 x 62

62 x 49

117

127

165

178

190

203

229

3/4“ x 1/2“                 20 x 15                          

  1“ x 3/4“                   25 x 20                         

1-1/2“ x 1“                  40 x 25                     

2“ x 1-1/2“                 50 x 40                      

2 - 1/2“ x 2”              65 x 50                      

3“ x 2 - 1/2”              80 x 65                      

  4“ x 3”                   100 x 80                       

A B1 B

L

C

D

APPROX

APPROX

10 AISI 304 / 316

 WT. APPROX. (kg) 

 WT. APPROX. (kg) FACE TO FACE (L) 

FACE TO FACE (L) 

APPROX APPROX

APPROX APPROX

8.8

11.2

15.9

33.4

51

84.4

153.8

 x     BB1

www.kentvalve.com
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LP : Long Pattern , SP : Short Pattern , FL. : Flanged
As Kent Valve continuously endeavour to improve our products, the data given herein is subject to change.

FLOATING BALL VALVE - THREE PIECE
FLANGED  END 

300# (API 6D / ISO 17292)

Body

Adaptor

Ball

Stem

Seat

Body Seal

Stem Thrust Seal

Stem Packing

Stud & Nut
 

Gland 

1

2

3

4

5

6

7

8

 SR.
 NO. DESCRIPTION MATERIAL

ASTM A 216 Gr. WCB

ASTM A 216 Gr. WCB

ASTM A 182 Gr. F316

ASTM A 479 Type 316

PTFE

PTFE

Carbon - filled PTFE

Grafoil

ASTM A 193 Gr. B7 / 
ASTM A 194 Gr. 2H9

Typical Example – Assembly of Three Piece Floating Ball Valve with standard bill of material.

6" & above size design as per client requirement

DIMENSION TABLE, CLASS -300

B A

C D
FL

FACE TO FACE (L) 

NPS DN

SIZE

LP SP

DIMENSION TABLE, CLASS -300

A

RE
D

UC
E 

BO
RE

FU
LL

 B
O

R
E

NPS DN SPLP

SIZE
C D

FL

2 

3

5

TORQUE

10

13.8

21.05

49.4

73.6

134.0

221

548.6

TORQUE

17

A B
1 B

L
C

D

(Nm)

(Nm)

1/2“

 1-1/2“                   40

 2“                          50

2-1/2“                    65

  3“                        80

  4“                       100

 

 

 1“ 25

3/4
“ 

15

20

140

152

165

190

216

241

283

305

13

19

25

38

49

62

74

100

95

117

124

155

165

190

210

254

92

98

98

125

125

-

-

-

122

142

152

212

212

-

-

-

11

16

-

-

-

 3/4“ x 1/2“                20 x 15                          

  1“ x 3/4“                 25 x 20                         

 1-1/2“ x 1“                40 x 25                     

 2“ x 1-1/2“              50 x 40                      

2 - 1/2“ x 2”             65 x 50                      

3“ x 2 - 1/2”             80 x 65                      

  4“ x 3”                  100 x 80                       

152

165

190

216

241

283

305

19 x 13 

25 x 19 

38 x 25

49 x 38

62 x 49

74 x 62

100 x 74

117

124

155

165

190

210

254

98

98

125

125

142

152

212

212

-

-

-

-

-

-

3

5

11

16

-

-

-

APPROX

APPROX

10 AISI 304 / 316

 WT. APPROX. (kg) 

 WT. APPROX. (kg) 

FACE TO FACE (L) 

APPROX APPROX

APPROX APPROX

10

13.8

21.05

49.4

73.6

134.0

221

 x     BB1

http://www.kentvalve.com/
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FLOATING BALL VALVE - THREE PIECE
FLANGED  END 

600# (API 6D / ISO 17292)

Body

Adaptor

Ball

Stem

Seat

Body Seal

Stem Thrust Seal

Stem Packing

Stud & Nut
 

Gland 

1

2

3

4

5

6

7

8

 SR.
 NO. DESCRIPTION MATERIAL

ASTM A 216 Gr. WCB

ASTM A 216 Gr. WCB

ASTM A 182 Gr. F316

ASTM A 479Type 316

PTFE

PTFE

Carbon - filled PTFE

Grafoil

ASTM A 193 Gr. B7 / 
ASTM A 194 Gr. 2H

9

Typical Example – Assembly of Three Piece Floating Ball Valve with standard bill of material.

As Kent Valve continuously endeavour to improve  products, the data given here in is subject to change.

2 -1/2" & above size design as per client requirement

FL
A C D

SPLPDNNPS

SIZE

DIMENSION TABLE, CLASS -600

RE
D

UC
E 

BO
RE

FU
LL

 B
O

RE

DIMENSION TABLE, CLASS -600

FL
A C DB

LP

SIZE

NPS DN SP

3 

4

7

RE
D

UC
E 

BO
RE

TORQUE

12.1

18

30.8

76.1

91.4 

TORQUE

18

A B1 B

L

C

D

(Nm)

(Nm)

1/2“ 15

3/4
“ 

20

 1-1/2“ 40

 1“ 25

   2“ 50

165

190

216

241

292

13

19

25

38

49

95

117

124

155

165

92

98

98

125

125

122

142

152

212

212 12

13

3/4“ x 1/2“              20 x 15                          

  1“ x 3/4“               25 x 20                         

1-1/2“ x 1“               40 x 25                     

2“ x 1-1/2“              50 x 40                                            

190

216

241

292

19 x 13 

25 x 19 

38 x 25

49 x 38

117

124

155

165

98

98

125

125

142

152

212

212

12

13

7

4

APPROX

APPROX

AISI 304 / 31610

 WT. APPROX. (kg) 

 WT. APPROX. (kg) FACE TO FACE (L)  

FACE TO FACE (L)  

APPROX APPROX

APPROX APPROX

12.1

18

30.8

76.1

 x     BB1

http://www.kentvalve.com/
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FORGED FLOATING BALL VALVE - THREE
PIECE SCREWED /SOCKET WELD END 

800# (API 6D / ISO 17292)

Body

Adaptor

Ball

Stem

Seat

Body Seal

Stem Thrust Seal

Stem Packing

Stud & Nut
 

1

2

3

4

5

6

7

8

 SR.
 NO. DESCRIPTION MATERIAL

9

Typical Example – Assembly of Three Piece Floating Ball Valve with standard bill of material.

As Kent Valve continuously endeavour to improve our products, the data given herein is subject to change.

SOCKET END CONNECTION WITH
PUP PIECE

SOCKET WELD
 END CONNECTION

ASTM A 105

ASTM A 105

ASTM A 182 Gr. F316

ASTM A 479 Type 316

PTFE

PTFE

Carbon - filled PTFE

Grafoil

ASTM A 193 Gr. B7 / 
ASTM A 194 Gr. 2H

FU
LL

 B
O

RE

SIZE

NPS DN
B

SOCKET WELD END

ØM N

SCREWED END - (    B1)

BSPT NPT

BW WITH 
 PUP PIECE C D

SW & SC

DIMENSION TABLE, CLASS - 800

1/4“ - 18 

3/8“ - 18

 1/2“ - 14 

3/4“ - 14 

1“- 11 - 1/2

1 - 1/4“ - 11-1/2

1 - 1/2“ - 11-1/2

2“- 11 - 1/2

              
50            

                
50          

                  
50            

                  
50

                                                                              
58            

                
65             

              
66              

                   
83               

DIMENSION TABLE, CLASS - 800

SIZE

DNNPS

SOCKET WELD END

ØM N BSPT NPT SW & SC
DCBW  WITH 

 PUP PIECE

27.6 - 27.2         

34.3 - 33.9          

13

16

                3/4“ - 14

               1“ - 11 - 1/2

             1 - 1/2“ - 11-1/2

                2“ - 11 - 1/2        

100 Long              

100 Long              

100 Long              

100 Long             

RE
D

UC
E 

BO
RE

19

L

D

N100

B

M

100 Long

100 Long

100 Long

100 Long

100 Long

100 Long

100 Long

100 Long

132

132

132

162

162

192

132

132 1

1

1

1

1

2

3

5

11

11

13

19

25

32

38

49

62

62

66

75

92

114

115

132

8

10

15

20

25

32

40

50

9.5

9.5

10

13

13

13

13

16

   1/4“                 

   3/8“            

   1/2“                

   3/4“      

1“ 

 1-1/4“  

1-1/2“ 

2“

14.6 - 14.2 

18.0 - 17.6 

22.2 - 21.8 

27.6 - 27.2 

34.3 - 33.9 

43.1 – 42.7 

49.2 – 48.8

61.7 – 61.2

1/4“ - 19 

3/8“ - 19 

1/2“ - 14 

3/4“ - 14 

1“ - 11 

1 - 1/4“ - 11 

1 - 1/2“ - 11

2“ - 11

3/4“ x 1/2“ 20 x 15

1“ x 3/4“ 25 x 20

75

92

 19 X 13

       25 X 19

1 - 1/2“ x 1“ 40 x 25  114 

 115  49 X 38

38 X 25

50 x 402“ x 1 - 1/2“ 

49.2 – 48.8

61.7 – 61.2

13

13

 3/4“ - 14

1“ - 11

 1 - 1/2“ - 11

 2“ - 11

50

58

66

83

132

132

162

192

1

1

3

5

C

10 Gland AISI 304 / 316

TORQUE
APPROX

(Nm)

TORQUE
APPROX

(Nm)

14.17

22.34

40.14

102.8

220.9

102.8

53.42

40.14

22.34

14.17

12

10

 WT. 
APPROX. (kg) 

 WT. 
APPROX. (kg) 

FACE 
TO 

FACE 
(L)  

FACE 
TO 

FACE 
(L)  

APPROX APPROX

APPROX APPROX
 x     BB1

B1 B
B

SCREWED END - (    B1)

http://www.kentvalve.com/
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FLOATING BALL VALVE - THREE PIECE
FLANGED  END 

1500# & 2500# (API 6D / ISO 17292)

Body

Adaptor

Ball

Stem

Seat

Body Seal

Stem Thrust Seal

Stem Packing

Stud & Nut
 

Gland 

1

2

3

4

5

6

7

8

 SR.
 NO.

DESCRIPTION MATERIAL

ASTM A 216 Gr. WCB

ASTM A 216 Gr. WCB

ASTM A 182 Gr. F316

ASTM A 479 Type 316

PEEK

PTFE

Carbon - filled PTFE

Grafoil

ASTM A 193 Gr. B7 / 
ASTM A 194 Gr. 2H

9

Typical Example – Assembly of Three Piece Floating Ball Valve with standard bill of material.

As Kent Valve continuously endeavour to improve our products, the data given herein is subject to change.

SIZE

FACE TO FACE (L)  

FACE TO FACE (L)  

SIZE

SIZE

SIZE

FU
LL

 B
O

RE

 x     B

DIMENSION TABLE, CLASS -2500

DIMENSION TABLE, CLASS -2500

DIMENSION TABLE, CLASS -1500

DIMENSION TABLE, CLASS -1500

SPLPNPS DN
B A C D

D

FU
LL

 B
O

RE
RE

D
UC

E 
BO

RE
RE

D
UC

E 
BO

RE

FL

FLLP SPDNNPS
A C D

8

 10

 18 

27

NPS DN LP FL

10

 14

 25 

40

 B  A C

LP SP

SP

DNNPS FL
A C D

14

 25

 40

20

L
C

D

A

B1

B

1/2“ 15

3/4
“ 

20

 1“ 25

 1-1/2“ 40

   2“ 50

216

229

254

305

368

13

19

25

38

49

121

130

149

178

216

88

88

120

127

157

120

120

235

235

450

7

8

10

18

27

3/4“ x 1/2“           20 x 15                          

  1“ x 3/4“            25 x 20                         

1-1/2“ x 1“            40 x 25                     

2“ x 1-1/2“           50 x 40                                            

229

254

305

368

19 x 13 

25 x 19 

38 x 25

49 x 38

130

149

178

216

88

120

127

157

120

235

235

450

1/2“

3/4
“ 

15

20

 1“ 25

 1-1/2“ 40

264

273

308

386

13313

19

25

38

140

159

203

103

125

153

162

195

250

360

315

250

360

315

125

153

162

140

159

203

19 x 13 

25 x 19 

38 x 25

273

308

386

3/4“ x 1/2“           20 x 15                          

  1“ x 3/4“            25 x 20                         

1-1/2“ x 1“            40 x 25                     

                                           

AISI 304 / 31610

TORQUE

TORQUE

TORQUE

APPROX

APPROX

APPROX
(Nm)

(Nm)

(Nm)

TORQUE
APPROX
(Nm)

18.27

30.8

58.7

156.2

368.19

18.27

30.8

58.7

156.2

25.67

46.29

92.52

268.21

92.52

46.29

25.67

 WT. APPROX. (kg) 

 WT. APPROX. (kg) 

 WT. APPROX. (kg) 

 WT. APPROX. (kg) 

FACE TO FACE (L)  

FACE TO FACE (L)  

APPROXAPPROX

APPROXAPPROX

APPROX APPROX

APPROX APPROX

B1

 x     BB1

http://www.kentvalve.com/


1/2 - 14               1/2 - 14

M

D

D

Class 2500 size & above design as per client requirement

www.kentvalve.com

FORGED FLOATING BALL VALVE - THREE
PIECE SCREWED /SOCKET WELD END 

1500# (API 6D / ISO 17292)

Body

Adaptor

Ball

Stem

Seat

Body Seal

Stem Thrust Seal

Stem Packing

Stud & Nut
 

1

2

3

4

5

6

7

8

 SR.
 NO. DESCRIPTION MATERIAL

9

Typical Example – Assembly of Three Piece Floating Ball Valve with standard bill of material.

As Kent Valve continuously endeavour to improve our products, the data given herein is subject to change.

SOCKET END CONNECTION WITH
PUP PIECE

SOCKET WELD
 END CONNECTION

ASTM A 105

ASTM A 105

ASTM A 182 Gr. F316

ASTM A479 Type 316

PEEK

PTFE

Carbon - filled PTFE

Grafoil

ASTM A 193 Gr. B7 / 
ASTM A 194 Gr. 2H

DIMENSION TABLE, CLASS - 1500

SIZE

NPS DN

FACE 
TO 

FACE
 (L) 

B

SOCKET WELD END SCREWED END - (    B1)
BW  WITH 
 PUP PIECE C D

SW & SCNPTBSPTØM N

FU
LL

 B
O

RE

  27.6 - 27.2    

   34.3 - 33.9       

  49.2 – 48.8      

   61.7 – 61.2      

100 Long         

RE
D

UC
E 

BO
RE

DIMENSION TABLE, CLASS - 1500

DNNPS

SOCKET WELD END

ØM N

SCREWED END - (    B1)

BSPT NPT

BW WITH 
 PUP
PIECE

C
SW & SC

SIZE

3/4“ x 1/2“

1“ x 3/4“

1 - 1/2“ x 1“

2“ x 1 - 1/2“

20 x 15         75            19 X 13

25 x 20        92            25 X 19

40 x 25        114           38 X 25

50 x 40        115           49 X 38

27.6 - 27.2             13

34.3 - 33.9              13

49.2 – 48.8             13

61.7 – 61.2               16

3/4” - 14

1” - 11

1 1/2 ” -11

2 ” - 11

100 Long            

100 Long         

100 Long        

100 Long          

21

100 N

B

L
C

3/4“

1“ 

 1-1/2“

2“

 1/2“ 15

20

25

40

50

85

85

108

125

142

14.3

14.3

20.6

25.4

38.5

22.2 - 21.8 10

13

13

13

16

3/4“ - 14 

1“ - 11 

1 - 1/2“ - 11 1/2“

 2“ - 11 1/2“

3/4“ - 14 

1  - 11 1/2“

1 - 1/2“ - 11 1/2“

 2“ - 11 1/2“

100 Long         

100 Long         

100 Long         

100 Long         

52

52

90

90

155

120

120

130

130

210

3

3.5

4

5

6

3/4” - 14

1” - 11 1/2

1 1/2 ” -11 1/2

2 ” - 11 1/2

52

90

90

155

120

130

130

210

3.5

4

5

6

AISI 304 / 316Gland10

TORQUE
APPROX

(Nm)

TORQUE
APPROX

(Nm)

25

30.8

58.7

156.2

368.19

25

30.8

58.7

156.2

 WT. 
APPROX. (kg) 

 WT. 
APPROX. (kg) 

FACE 
TO 

FACE
 (L) 

APPROX APPROX

APPROXAPPROX
 x     BB1

B1

http://www.kentvalve.com/


                                              
CAST

A 105                            01                        A 216 Gr. WCB                     16 

A 350 Gr. LF2              02                       A 216 Gr. WCC                      17   

A 182 Gr. F11                03                       A 352 Gr. LCC                        18

A 182 Gr. F22               04                      A 352 Gr. LCB                        19

A 182 GR. F5                05                      A 217 GR. WC6                      20

A 182 GR. F304           06                      A 217 GR. WC9                      21 

A 182 GR. F316            07                      A 217 GR. C5                          22

A 182 GR. F304L         08                      A 351 GR. CF3                        23

A  182 GR. F316L         09                      A 351 GR. CF8                        24 

A 182 GR. F347            10                      A 351 GR. CF3M                     25 

A 182 GR. F51                11                      A 351 GR. CF8M                     26

A 182 GR. F53               12                      A 351 GR. CF8C                      27 

A 182 GR. F55               13                      A 351 GR. CN7M                    28 

                                                                  A  890 GR. 5A                        29

A               B                 C             C1             C2          D             E                F             G 

www.kentvalve.com

ORDERING    INFORMATION

A D E

VALVE TYPE MODEL CODE 

BALL VALVE FLOATING BLF

END   CONNECTION
 1/4" to 2"

BODY MATERIAL ASTM

SPECIAL REQUIREMENT 

G
OPERATOR

LEVER OPERATED                               LO 
 GEAR OPERATED                                GO     
PNEUMATIC ACTUATOR                    PA  
HYDRAULIC ACTUATOR                    HA  
ELECTRIC ACTUATOR                         EA  
 BARE STEM                                          BS   

Note :- Other Combination if required, please ask.

NPT                         NP

BSP                         BP 

SWE                        SE

END  CONNECTION
1/2" & above

FLANGE    RF                      F
 

FLANGE    FF                     FF

RING TYPE JOINT            RT
 

 BWE                                  BW 

BWE SHORT                     BS

PRESSURE CLASS

CLASS           FORGED             CAST  

           
                       003                003 
150

600                 006                006

800                 008
900                   -                   009
1500                015                  015

SIZE

1 /4"         0F

3 /8"        3E

1 /2"        0H

3 /4"        3F

1 1 /4"       1F

1 1/2"        1H

2 1/2"       2H

3"           03 

4"           04

6"            06

C1

BORE TYPE

FULL BORE                   FB

REDUCE BORE            RB

C2

BODY TYPE 

SINGLE PIECE          1P

TWO PIECE               2P

 THREE PIECE            3P

Upto 300#

* HF : Hard-faced with Stellite #6 (Co-Cr-W alloy) or equivalent.

22

BLF 02                       006 FB  2P SE 16 22 LO

LOCKING ARRANGEMENT               

EXTENDED BONNET
CRYOGENIC VALVE
EXTENDED STEM 

IBR  CERTIFICATE              

FULL STEM JACKET   
PARTIAL STEM JACKET

LA
EB 

CR
ES

IB 

FJ
PJ

2500               025                025

BALL *

GFT 25%
GLASS FILLED &

CFT

13% Cr              13% Cr 

SS 304              SS 316

SS 316              SS 316

13% Cr              13% Cr 

SS 304              SS 316 

SS 316               SS 316 

13% Cr              13% Cr 

SS 304              SS 316 

SS 316               SS 316

13% Cr              13% Cr 

SS 304              SS 316 

SS 316               SS 316 

13% Cr              13% Cr

F

TRIM MATERIAL

SEAT
/BUSH

20

21

22

23

24

25

26

27

28

29

30

31

32 

PTFE

DEVLON /
DELRIN

PEEK

EPDM

STEMSR
 NO.

001 001
300

1" 01

FORGED  

2"           02 
- -

http://www.kentvalve.com/


www.kentvalve.com

      UK
Kent Valve Ltd.
Unit b4; Greeba Road; Southmoor Park, Wythenshawe; 
Greater Manchester, England Post Code – M23 9XS 
United Kingdom
       Email Id : Sales.uk@Kentvalve.com

      ITALY
Kent Valve SRL
Autocontrol Europe SRL Via Vittorio Veneto,
23 Cap 20010 Bernate Ticino Milano,
Italy
     Email Id : Sales.europe@Kentvalve.com

 UAE
Kent Valve FZE

Plot No.1H-08B,PO Box 51722
 Hamriyah Free Zone, Phase 1, Sharjah,

 United Arab Emirates
Email Id : Sales.uae@Kentvalve.com

INDIA
Kent Valve Pvt. Ltd.

   Plot No-B-85/4, Ambernath Additional MIDC, 
Anand Nagar, Nr. ASB Company, Ambernath, Thane,

Maharashtra, India - 421506.
Email Id : Sales.india@Kentvalve.com

 OFFICE AND FACTORY

http://www.kentvalve.com/

